
Technical specifications

Length overall LOA  ..............................  10.34
Waterline length ......................................  9.05
Hull width  ...................................................... 3.24
Draft ................................................................  1.96
Weight .......................................................  3.600 t
Ballast  ......................................................  1.500 t
Berth ............................................. 6 personnes
Headroom  .............................................  1.86 m

Sail  surfaces 
Mainsail  ...................................................... 34 m2

Genoa  .........................................................  26 m2

Asymmetric spinnaker ..................... 105 m2

Symmetric spinnaker  .........................  95 m2

Option : water ballast ........2 x 300 liters

     

Hull and  deck 
Airex vynilester infusion sandwich construction 
Partitions in wild cherry plywood 
Anti-slip plastic flooring 
Hull/deck assembly with vinylester glue + Biaxial fiberglass  
overlay 
Outhaul for bowsprit 

Keel 
Lead
Built in  keel sole with garboard coverings 
Fixings in the timber floor structure 
Optional :cast iron and lead bulb keel 

Rudder head 
Double rudder under counter 
Sandwich construction + unidirectional fiberglass + 
stainless Steel rudder axle

Main tiller 
Carbon type
Telescopic tiller 

Hatches and deck panels
2 zenithal 10 mm green altuglass hatches moulded  into 
roof  
1 front opening hatch
1 hatch in rear cabin  + utilities and storage cabinet

Deck equipment 
All manoeuvers can be performed from the cockpit
4 lanyard  cleats
2 shroud plates
Pulpit  - pushpit 
Lifelines  - 6 stanchions 
2 longitudinal  genoa   rails  with inhauler
2 genoa  winche s ST 40
2 organiser  winches  ST 32
Mainsail  rail  with central console
5 organiser rope clutches for halyard and reef cringle
6 Mast base blocks
1 Winch crank
2 deck blocks
10 spinlock jammers  
1 course compass fitted on bulkhead

9/10 th rigging  
Anodised aluminum  mast and boom 
2 levels of cross trees 
downhaul 
Windex  weather vane 
Electrical wiring
Optional : Carbon mast
 Carbon boom

Standing rigging 
Shrouds and stays with monotoron( 1 x 19 strand)  set tips 
Split textile backstay with gearing and central return to 
cockpit

running rigging 
 Spectra mainsail and genoa  halyard  
 Spi halyard 
Mainsheets  and jibsheets 
2 reef cringles
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Saloon
U-shape ergonomic  seating mounted on integral  double- 
moulding
Extendable dining table 
Open storage space behind  seating
Lamps  - shelflets

Kitchen
L -shape  portside
Polyester double- mould 
Stainless steel twin hob unit 
Sink - Freezer
3 storage cabinets
Pressurised  water

Navigator’s corner
Portside & Starboard side chart table with seat
Under-table storage compartment
Inclined  instrument  panel 

Bow 
Double berth 2.00 x 1.50
Under-seating storage 
Crash box

Aft cabin (portside)
Double berth   1.95 x 1.50
Storage  chest  and  wardrobe
Open lateral cupboard 
 
Double-moulded  W.C 

Cabinet for sail storage

Companionway 
3 double-moulded steps sheltering engine and batteries

Interior lighting
Ceiling lamps  in bow section,  saloon,  kitchen , W.C., 
stern cabin
2 long led lamp + variators in saloon

Electrical
1 x 75 A/H engine battery 
1x105 A/H auxiliary battery 
Course and top lights on mast head 
12-function electrical  cabinet

Plumbing
1 x 80 L water tank situated under  main cabin supports  
(portside)
1 x 35 L  diesel fuel reservoir
1 electric pump + hand pump
Bronze thru-hulls

Engine
Volvo  Saildrive D1 20 18 hp
2-blade folding propeller 
Soundproofing

Hull colour
White
Optional : different colours  (transfer, or gel coat)

Tax Free 118 912  €Price
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